
 READ THIS INSTRUCTION MANUAL CAREFULLY 
BEFORE USE

Thank you for purchasing oral irrigator B.Well PRO-913. This 
device provides effective cleaning of interdental space and 
plaque removal. Its use staves off the formation of tartar and can 
effectively prevent caries and periodontal diseases. 
Oral irrigator PRO-913 (hereinafter referred to as the “irrigator, 
device, appliance”) is an indispensable device for oral hygiene and 
care for those having bridges, implants, crowns and braces. 
It can also be used to massage gums, which improves blood 
circulation, thus contributing to their recovery. 
Three operating modes ensure maximum effi ciency of the device.

1. SAFETY PRECAUTIONS

ATTENTION!

It is strictly prohibited to use the following as oral 
irrigation solutions:

1. Substances and solutions containing suspended particles (broths, 
suspensions, infusions, etc.). Such particles can cause clogging of 
the suction pipe and the pump.

2. Oil-containing solutions. Oil is an organic solvent and its use can 
have a corrosive effect on the suction pipe and components of the 
device.

3. Antiseptic solutions (potassium permanganate, Miramistin and 
other antiseptics).

4. Regular mouthwashes.
5. Saline solutions, toothpaste or chemicals.

The following can be used for oral irrigation:
1. Clean warm water (up to 40°C). If the quality of tap water in your 

area is poor, we recommend using fi ltered water.
2. Special rinsers for the irrigator (always mixed in a certain proportion 

with water. Refer to the rinse manufacturer’s instructions for 
recommended proportions). 

ATTENTION!

When using special solutions for irrigation, it is necessary to wash 
the device with clean, warm water after use: fi ll the water tank 
completely and perform an additional irrigation cycle by drying the 
device through the nozzle. 

Mind the shelf life of the approved solutions. Do not use solutions 
with an expired shelf life.

ATTENTION!

1. This device is equipped with built-in rechargeable batteries. Do not 
throw it into a fi re, heat it, charge it, use or leave it in hot areas.

2. Do not use the product if the cord or plug of the adapter is 
damaged.

PRECAUTIONS:

1. Do not leave or store the contactless charger where it may fall or 
get into the bathtub, sink or toilet bowl. 

2. Do not immerse the irrigator in water or other liquids.
3. Do not break, bend, pull, or twist the power cord or apply excessive 

force to it. Do not place heavy objects on the power cord and do 
not place the power cord between them. This may result in electric 
shock and/or fi re.

4. Keep the device out of the reach of children. Failure to do so may 
result in accidents and dangerous situations, such as accidental 
swallowing of accessories or removable parts by a child.

5. Always check that the contactless charger is connected to a power 
source with the appropriate rated voltage. Failure to observe this rule 
may result in electric shock or fi re.

6. Do not disassemble or repair the device on your own. Doing so 
may result in fi re, electric shock or injury. For repairs (e.g. battery 
replacement), please contact  B.Well Service Centre.

7. Do not store the device where it can fall and crash. 
8. Do not use the device if its nozzles have been lost. 

WARNING:

1. Children and persons who cannot operate the device on their own, 
as well as persons with reduced oral sensitivity should not use the 
device. Failure to observe this rule may result in injury. 

2. Use the device exclusively for cleaning the oral cavity. Water 
pressure directed at the eyes, nose, ears or throat can cause a 
serious injury. In case of treatment in the oral cavity, as well as in 
case of severe periodontitis, consult your dentist before using the 
device.

3. People with tooth or gum pain may not always use an irrigator. 
Dental consultation is recommended.

4. Do not press the nozzle of the irrigator too hard against teeth or 
gums during use, as this can cause damage.

5. Do not fi ll the tank with water that is hotter than 40°C. 
6. When charging is complete, always grip the power plug, not the 

cord, when removing the adapter plug from the outlet. Failure to do 
so may result in electric shock, short-circuit or fi re.

7. Keep the device hygienically clean and use only fresh and slightly 
warmed tap water for cleaning your mouth.

8. Some types of liquids can damage the device. Therefore, do not use 
liquids from the forbidden list for irrigation. 

9. After using the device, be sure to pour out the remaining water 
from the water tank and turn on the device for 2-3 seconds to 
empty it completely. In the event of non-compliance with hygiene 
regulations, mildew and bacteria may develop in the device, which 
may be harmful to health. It can also lead to unpleasant smells and 
malfunctions.

10. This device is not intended for use by persons (including children) 
with reduced physical, sensory or mental capabilities or persons 
without relevant knowledge and experience. The device may only be 
used by such persons under the supervision of a person responsible 
for their safety, and with clear instructions on how to operate the 
device. It is necessary to make sure that children do not play with 
the device.

2. INTENDED USE AND CONTRAINDICATIONS
Oral irrigator PRO-913 with accessories is intended for:

comprehensive oral care and hygiene for the oral cavity and 
interdental spaces;
oral care for those with bridges, implants, crowns and braces;
cleansing and gum massage.

Designed for individual use. 
Designed for home use.

Contraindications:

Before using the irrigator it is recommended to consult a dentist in case 
of surgical intervention in the oral cavity and in case of exacerbation of 
chronic diseases of the oral cavity.
During the fi rst few applications of the irrigator there may be slight 
bleeding of the gums. 
If you have healthy gums, any bleeding of the gums should stop within 
1-2 weeks. 
If the bleeding continues after 2 weeks, stop using the irrigator and 
consult your dentist.
Do not use with open wounds on the tongue or in the mouth.
Consult your physician if you take antibiotics. 

3. COMPLETE SET 

Oral irrigator model PRO-913 package contents:

1. Oral irrigator – 1 pc. 
2. Standard nozzle – 1 pc.
3. Water tank 150 ml – 1 pc.
4. Filter – 1 pc.
5. Suction  hose – 1 pc.
6. Storage bag – 1 pc.
7. Micro USB cable – 1 pc.
8. Operating manual – 1 pc.

Note: When you buy the irrigator, you may fi nd some liquid in the 
water tank or in the suction hose. These are the remains of distilled 
water, which was used to test the irrigator and does not pose any 
threat to human health.
Note: When purchasing an irrigator, please note that the nozzle is 
inside the main unit. To use the device, remove the nozzle by opening 
the protective cover located on the top panel of the device. 
Recommended period of the nozzle use before replacement is 6 
months. For personal hygiene purposes, a separate nozzle should be 
used for each family member.

4. SETTING UP THE DEVICE

Nozzle

Charging socket
Charging socket 
cap

Water tank 
lid

Protective cover 
for the nozzle

Water tank

Nozzle removal 
button

“Normal” mode 
indicator
“Soft” mode 
indicator
“Pulse” mode 
indicator

Control 
button (switch 
on, switch off 
and select the 
operating mode 
of the device)

Press the control button to switch on the device. To turn off the device, 
hold the button continuously for 1 second. To select and switch the 
mode, press the control button and select the desired mode – pulse, 
soft, normal. The mode indicator will show the selected mode. If you 
want to use a different mode, press the control button and switch 
modes until the desired setting is achieved. Pressing the control button 
to switch between the operating modes of the device will change the 
mode starting from the normal mode – the upper indicator will light up. 
The soft mode follows, and the middle indicator lights up, and then the 
pulse mode follows, when the lower indicator will light up.
Mode description
Switching the modes causes a change in the water jet pressure setting 
and is refl ected on the side panel of the device by the respective mode 
indicator.
1. Normal mode is designed for effective oral 

cleansing, removal of food particles. 
2. Soft mode is designed for gentle and delicate 

cleaning of sensitive teeth and gums.
3. Pulse mode is designed for cleaning and massage 

gums.
Note: If you are using the device for the fi rst time, press 
the control button several times to turn it on, off, and 
select the modes, check each mode having fi lled the water 
tank with water. 
The device must be charged before it can be used for the 
fi rst time. Do not use the device while it is charging.

5. CHARGING THE DEVICE
To charge the device, use a Micro USB 
cable by connecting it to the device. You 
can charge the device using the supplied 
adapter by connecting it to the mains. It is 
also possible to use other chargers (power 
banks). It is also possible to use other 
Micro USB chargers. 
Use only certifi ed chargers with 5 V, 
1000 mA DC output voltage. While the 
irrigator is charging, all indicators on the 
side panel will fl ash alternately. 
When charging is complete, all of the 
three indicators will light up continuously. 
If the indicator fl ashes during the 
procedure, it means that the device must 
be recharged.

6. USING THE DEVICE
1. Place the nozzle in the corresponding recess in the middle of the top 

panel of the device. 
To replace or remove the nozzle, press the corresponding button on 
the side panel and pull the nozzle upwards.

2. Fill in the tank with water. 
2.1. Open the lid of the water tank, 

push the water tank as far 
down as possible, and then fi ll 
the tank with water.

Important! Make sure the device 
is off.
Important! When fi lling the tank 
with water, pay attention to the mark 
of the maximum possible water level 
on the right side of the water tank. Do 
not fi ll the tank with water above the 
specifi ed maximum level.

 ATTENTION!
Do not use a water-fi lled irrigator 
without a nozzle. This could cause it to 
break down.

2.2. Always use only fresh tap 
water.

2.3. Do not fi ll solutions from the 
forbidden list available at the 
beginning of the manual in section 1 of 
the Safety Instructions.

2.4. To ensure uninterrupted operation, 
make sure that the irrigation device is 
switched off while the water tank is 
being fi lled.

2.5. Do not operate the device when 
it is empty unless you are pouring 
out the water remaining after 
use. Operating the device without 
water may cause it to fail.

3. Place the irrigator nozzle into your 
mouth before switching on the device. 
Bend over the sink and hold the device 
strictly vertically by pointing the 
attachment at the teeth and gums. 
Switch on the device. Start processing 
at the back of the jaw, stopping at the 
interdental spaces for better cleaning 
results. Continue until all areas around 
and between the teeth have been 
cleared. 
To prevent splashing, cover your 
mouth slightly when irrigation is performed. Keep your mouth 
slightly open throughout the procedure so that water can fl ow 
freely.

4. The device starts working in the previously selected mode. Mode 
switching is possible during the operation.

5. Direct the jet as perpendicular as possible to the interdental space 
or dental folds. Slowly move along the dental arch. Special attention 
should be paid to the cleaning of the interdental space and the area 
around the braces. For best results, start with the back teeth, moving
gradually to the front teeth. Move along the gums, stopping at the 
interdental spaces. Continue until all areas around and between the 

teeth are fully cleaned. However, remember 
that oral irrigation is no substitute for brushing 
your teeth. 
Brush your teeth or dentures after a meal for 
at least fi ve minutes and then use this device.

6. After use, press the control button to turn off 
the irrigator and remove the irrigator from 
your mouth.

7. For ease of use, the nozzle can be rotated 
360° around its axis.

7. AFTER USE
1. When irrigation is 

complete, switch off the 
device, do not remove the 
nozzle, pour the remaining 
water out of the tank.

2. Turn on the device for a 
few seconds to remove 
any remaining water from 
the tank. Remove the 
nozzle, place it for storage 
inside the case and close 
with the protective cover.

3. Wipe the irrigator with a 
dry cloth.

Note:
1. Always drain the remaining water. This will help prevent 

contamination and bacterial growth in the water left in the device. 
2. If you are not going to use the device for a long time, be sure to 

wipe and dry it before storing it. 

8. CARE AND CLEANING
Cleaning the device
Disconnect the device and remove the water tank and nozzle. Do not 
use water hotter than 50°C when rinsing. Use only water or neutral 
cleaning agents to clean the device. Never use caustic soda or any 
abrasive substances to clean the device, as they can damage it.
Main unit
Use a piece of cloth to clean the main unit. Any dirt that is diffi cult to 
remove should be washed with liquid soap or water. Use only a neutral 
detergent. Never use caustic or abrasive agents (e.g. vinegar or lime 
scale solvents), as this may damage the device. 

Do not immerse the main unit in water.
After fl ushing with water, wipe the unit dry with a piece of cloth.
If you use any solutions with the irrigator, be sure to fl ush the 
device after each use. To do this, completely fi ll in the water tank 
with clean, warm water and turn the device on while directing a jet 
of water from the irrigator nozzle to the sink. After all water has 
been removed, wipe the device dry.

Water tank
Flush the water tank with water.
After cleaning, pour water out of the tank.
If you do not intend to use the device for a week or longer, dry the 
tank internally and externally.
Use only mild neutral detergent for cleaning.

Nozzle
After each use, fl ush the nozzle under a jet of water. It is 
recommended to disinfect the nozzle by placing it in one of the 
following solutions for 5-10 minutes: alcohol solution, 3% hydrogen 
peroxide solution, 1% chlorhexidine solution. After disinfection in the 
solution, it is recommended to rinse the nozzle with warm water. 
It is recommended to change the nozzle every 6 months.

Suction tube
Rinse with water and wipe with a soft cloth.
Do not bend, pull or twist.

9. TROUBLESHOOTING

Issue Cause Remedy

The irrigator does 
not work

You have just purchased 
a device or it has not 
been used for more than 
3 months

Charge the battery for 24 hours 
before fi rst use, and then for 
4 hours.

The irrigator only 
works for a few 
minutes, even 
after recharging

The battery working 
cycle has come to 
an end.

Contact the service center

The battery of the 
irrigator is not 
suffi ciently charged.

Charge the battery for 24 hours 
before fi rst use, and then for 4 
hours.

The water 
pressure is very 
low

The nozzle is clogged Replace the nozzle with a new one
The nozzle is deformed Replace the nozzle with a new one
The battery of the 
irrigator is not 
suffi ciently charged

Charge the battery for 24 hours

No water is 
coming from the 
nozzle

The water tank is 
empty Fill in the tank with water

The device is not in the 
correct position

Use the device in a vertical 
position

There’s water 
fl owing between 
the nozzle and the 
device

The nozzle is not 
inserted correctly 

Check if the nozzle is inserted 
correctly

The sealer is damaged Please contact the service and 
consulting offi ce

When the device is 
used, water leaks

Incorrect use of the 
device

Use the device in strict accordance 
with this operating manual

To check the technical condition of the device and whenever an issue 
is detected that cannot be eliminated using the table above please 
contact B.Well service and consulting offi ce

10. BATTERY AND DEVICE DISPOSAL
Remove the batteries from the device before disposal. Be sure to protect 
your eyes and hands before removing the batteries. Dispose of the 
batteries separately from the device. If you have any questions about 
removing the batteries from an electronic device, please contact the 
service center or call the hotline. Fully discharged batteries must be 
disposed of at special collection points, recycling sites, or an electronics 
retailer. You are legally required to dispose of the rechargeable batteries.
The codes below are printed on rechargeable batteries containing 
harmful substances:

Pb – battery contains lead
Cd – battery contains cadmium
Hg – battery contains mercury

Environmental protection and recycling:
This device is equipped with lithium-ion rechargeable batteries. Ensure 
that batteries are disposed of at an offi cial collection point, if there is 
one in your country. 
Do not disassemble or replace batteries for later use. Replace batteries 
only at authorized service centers. The device must be disposed of in 
accordance with accepted standards and must not be disposed of with 
household waste.

11. TECHNICAL SPECIFICATIONS

Battery charge time:
24 hours for the fi rst charge before the fi rst 
use, and then 4 hours.

Battery resource: up to 500 cycles (charge/discharge)
Battery: Li-Ion (lithium-ion), 3.7 V, 1100 mA·h
Battery runtime on one charge: minimum 60 minutes
Network adapter: 5 V, 1000 mA DC 
Dimensions (W × D × H): 65,5 × 42 × 138 mm
Weight: 300 g
Water tank capacity: 150 ml

Operation time with full tank:
In the Normal mode: 40-60 s
In the Soft mode: 85 s
In the Pulse mode: 100 s

Pulse rate: 1400 to 1800 pulses per minute
Minimum/maximum jet pressure: 378-720 kPa
Auto turn-off: in 2 minutes

Storage conditions:
from -16°C to 60°C, relative humidity not 
exceeding 90%.

Conditions of use: from 16°C to 40°C at 75% relative humidity

Protect your device from drops and shock. 
Keep the device away from high temperatures and avoid direct sunlight.

12. PACKAGING AND LABEL SYMBOLS EXPLANATION

Please refer to the 
operating manual

Do not dispose of with 
household waste

Degree of protection 
provided by the shells CE certifi cation

40
16 OPERATING 

CONDITION
STORAGE 

CONDITION
-16

60

Serial number Model Manufacturer Operating 
temperature limit

Storage 
temperature limit

The date of manufacture of the device is encrypted on the label of the 
device in the serial number “SN”: the fi rst two digits are the week of 
manufacture, the second two digits are the year of manufacture.

13. APPLIED STANDARD
The submitted sample of the above equipment has been tested for CE 
marking a European Directive and following standards:

Low Voltage Directive 2014/35/EU
Electromagnetic Compatibility Directive 2014/30/EU.

14. WARRANTY INFORMATION
The warranty for the device lasts for two years after the date of purchase 
of the device. The warranty doesn’t cover the nozzles. 
This warranty doesn’t cover any damages caused by improper using. 
When a manufacturing defect is revealed during the warranty period a 
faulty unit would be repaired or, if repairing is impossible, replaced with 
another one. The warranty does not cover components and consumables 
subject to wear and batteries, bags, and package of the item.

Last revision 2020-W50

B.Well Swiss AG
Bahnhofstrasse 24, 9443 Widnau, Switzerland
www.bwell-swiss.ch

EN  Operating manual

PRO-913
ORAL IRRIGATOR

Nozzle 
removal 
button

IM
_P

RO
-9

13
_E

N
_5

02
0



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /None
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (Coated FOGRA39 \050ISO 12647-2:2004\051)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Error
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /CMYK
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments true
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth 8
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /FlateEncode
  /AutoFilterColorImages false
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth 8
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /FlateEncode
  /AutoFilterGrayImages false
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /FlateEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile (None)
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /CreateJDFFile false
  /Description <<

    /BGR <>
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000410064006f006200650020005000440046002065876863900275284e8e9ad88d2891cf76845370524d53705237300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef69069752865bc9ad854c18cea76845370524d5370523786557406300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /CZE <>
    /DAN <>
    /DEU <>
    /ESP <>
    /ETI <>
    /FRA <>
    /GRE <>

    /HRV (Za stvaranje Adobe PDF dokumenata najpogodnijih za visokokvalitetni ispis prije tiskanja koristite ove postavke.  Stvoreni PDF dokumenti mogu se otvoriti Acrobat i Adobe Reader 5.0 i kasnijim verzijama.)
    /HUN <>
    /ITA <>
    /JPN <FEFF9ad854c18cea306a30d730ea30d730ec30b951fa529b7528002000410064006f0062006500200050004400460020658766f8306e4f5c6210306b4f7f75283057307e305930023053306e8a2d5b9a30674f5c62103055308c305f0020005000440046002030d530a130a430eb306f3001004100630072006f0062006100740020304a30883073002000410064006f00620065002000520065006100640065007200200035002e003000204ee5964d3067958b304f30533068304c3067304d307e305930023053306e8a2d5b9a306b306f30d530a930f330c8306e57cb30818fbc307f304c5fc59808306730593002>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020ace0d488c9c80020c2dcd5d80020c778c1c4c5d00020ac00c7a50020c801d569d55c002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /LTH <>
    /LVI <>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken die zijn geoptimaliseerd voor prepress-afdrukken van hoge kwaliteit. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /POL <>
    /PTB <>
    /RUM <>
    /SKY <>
    /SLV <>
    /SUO <>
    /SVE <>
    /TUR <>
    /UKR <>
    /ENU (Use these settings to create Adobe PDF documents best suited for high-quality prepress printing.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
    /RUS <>
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /ConvertToCMYK
      /DestinationProfileName ()
      /DestinationProfileSelector /DocumentCMYK
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure false
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles false
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /DocumentCMYK
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /UseDocumentProfile
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice




